Specifications

K-300B

Power Source: 120 Volts AC. 50/60HZ
Sensitivity: Normal- 42mV.

Output Power: 150 Watts @ 4 Ohms. MOS-FET

Speaker Size: 15" @ 8 Ohms.

Magnet Weight: 60 Ounce.

Line Out: 1K Ohm Impedance, 15 to 1
Attenuation from Speaker.

Headphone Out: 8 Ohms or greater.

Dimensions: 22 1/2"H x 21 3/4"W x 14"D.

Weight: 60 Lbs.

Dean Markley... From the beginning, the name has meant the world's finest
strings to those who know... the professionals. Professionals like AC/DC,
Grateful Dead, Little Feat. Dire Straits, Hank Wiliams Jr., George Thorogood,
Metallica, 38-Special, Sammy Hagar, Doobie Bros., Ted Nugent, and hun-
dreds of others.

Now... Dean Markley Amplifiers. Designed the Dean Markley way... without
compromise. Designed to please the discriminating ears of the world's top
professionals. And reflecting their participation and their commitment, from
start to finish.

Dean Markley Amplifiers. Built, tested, refined, perfected. Concert-stage
proven. Concert-stage acclaimed as the World's Finest by those who know.
Now Dean Markley Amplifiers are available to everyone.

Welcome to the Dean Markley family.

Decr Morkly

P.O. Box 507  Bloomfield, CT 06002
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OWNER’S MANUAL




Introduction

The purpose of this manual is to acquaint you with the operating fea-
tures of your new Dean Markley Ampilifier. You will notice that in every detail
of planning, engineering, and styling, we have sought to anticipate your
needs and desires.

We suggest that you read this manual carefully. A thorough knowledge
of how your amplifier functions will allow you to immediately enhance your
playing capability and generate the exact “sound” that you want. You will also
become aware of the ease with which you can adjust your new amplifier to
meet your special requirements.

Front Panel Functions

1. Compressor: This switch allows the amp to produce full rated “RMS"
output power, regardless of the speaker load, while preventing clipping
of the power amp, which can result in unwanted distortion.

Bass Boost: This switch adds extra Bass for increased low-end punch.
Input 1: This is the normal, more sensitive input for your amplifier.

Input 2: This input is 10db less sensitive than input #1. It should be
used with hotter pickups or bass guitars with built-in electronics.
Volume: This adjusts the overall volume of the amp.

Treble: This-shelving type tone control adjusts the gain above 3,000 Hz.
Middle: This peaking type control adjusts the gain centered at approx.
200-700 Hz.

Mid-Shift: Adjusts the upper frequency edge at which the middle
control operates.

Bass: This shelving type tone control adjusts the gain below 110 Hz.

. Graphic Equalizer: This section allows you to fine tune your tone by
separating the K-300B's frequency range into nine individual bands, with
a fader controlling the volume of each section. The center detent is a
“flat” position with no boost or cut. Moving any fader up boosts that
particular frequency range, while sliding the fader below the center line
will cut that frequency range.

11. Graphic EQ On/Off Switch: This switch puts the graphic EQ in or out
of the circuit, allowing you to immediately choose between two entirely
different tones for different songs, different instruments, etc.

12. Power LED Indicator: Indicates AC power is on.

13. Power Switch: This switch turns on main AC power to the amplifier.
Important: To prevent electrical shock from microphones and other
grounded or ungrounded equipment, always plug into a 3-prong outlet.
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Begin With These Settings

All Dean Markley amplifiers have exceptional tonal range and response
on all controls. Therefore, even small adjustments have a greater effect on all
tone variations.

Start with these settings. Then make changes to fit your own special
sound.

Compressor: Start with Compressor off. Turn on when playing loud.
Bass Boost: Start with Bass Boost switch in “Off” position.

Volume : Set at your desired volume.

Treble: Start with setting of 6 to 7. Add or subtract as required.
Middle: Start with setting of O.

Mid Shift: Start at mid position. Adjust later to your sound.

Bass: Start with a setting of 8 to 9. Adjust to your taste.

Graphic EQ: Start with all faders in the center (detent) position.
Graphic EQ On/Off Switch: Start with this switch “Off” (switch out).

The first tone you'll have, with these settings, is a clean bass tone.
Adjust the amp to your exact liking. Then, by turning the Bass Boost and
Compressor switches “ON," and adjusting the Middle and Mid Shift, you can
set up any sound you want, and need, for your bass.

Now switch the Graphic EQ “on.” Adjust the faders to fine tune your
tone. One suggestions is the classic “V” shape, with the high and low fre-
quencies boosted 3 or 4 db, the lower and upper mids fairly flat and the
midrange faders cut by 3 or 4 db.

Back Panel Features

Speakers: These are the speaker output jacks. One goes to the internal
speaker. You may connect extension cabinets for these jacks if you wish. Be
sure the total speaker load doesn't fall below 4 Ohms.

Headphones: This output jack can be used for silent practice, through
headphones. The speaker output is automatically disconnected when head-
phones are plugged in.

Lo-Z Line Out: Low impedance output jack. Accepts XLR connector. For
patching directly to low impedance output of mixing boards, etc. ’
Line Out: The Line Out is used to send pre-amp signal to an external power
amp.

Line In: The Line In input is used when the unit is to be used as a power
amplifier only. The output from an external pre-amp is plugged into the Line
In connector. Note: A plug in the Line In jack disconnects the unit's internal
pre-amp.

NOTE:The Line In and Line Out jacks can be used as an effects loop to
connect line level Signal Processing gear or special effects pedals to the
amplifier.



